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 Item No. 1-7 
 Mr. Kucher 
 Date: 1/20/05 
REVISION TO 2006 STANDARD SPECIFICATIONS 

SECTION 801, BEGIN LINE 714, DELETE AND INSERT AS FOLLOWS: 
 Temporary concrete traffic barrier will be measured by the meter (linear foot) per 
the type specified. Anchored temporary concrete traffic barrier will be measured by the 
meter (linear foot), separately from unanchored temporary concrete barrier per the type 
specified. Construction zone impact attenuators when used on a type 2 or type 4 
temporary traffic barrier will be measured by the meter (linear foot) as part of the wall. 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Other sections containing General Instructions to Field Employees 
specific cross references:  Update Required? Y___ N___ 
   By - Additional or Revision 
  Frequency Manual 
 713.08, Pg 518  Update Required? Y____ N____ 
  By – Addition or Revision 
 
Recurring Special Provisions Standard Sheets potentially affected: 
potentially affected: 
    
 NONE  NONE 
 
Motion: Mr.  Action: Passed as submitted; revised 
Second: Mr.  Effective - ________________ Letting 
Ayes:  _____________________ Supplementals 
Nays:  
   Withdrawn. Resubmit? _____ 
 
   Received FHWA Approval? ____ 
 


